
Performance comparison chart

Product* Insulation Solar Daylight

SuperGr een 5.8 0.52 67

SuperGr e y 5.8 0.35 9

Super Blue 5.8 0.52 53
*6mm g la ss thic kne ss.

Applications

�  Whe re d e e p g re e n,
b lue  o r g re y c o lour is re q uire d

�  Low a nd m e d ium size
of fi ce  b uild ing s

�  Re sid e ntia l
�  Hote ls

Maximum size

How to specify

�  Select glass name

Viridian Sup erGreen,  SuperGr ey  and 
SuperBlue

SuperGreen ™
SuperGre y™
Super Blue™

For c olour, e xc e llent sola r 
per forman c e an d c omfort, this 
adv an c ed toned glass is a na tura l

The se sup e r tone d g la sse s p rov id e sig nifi ca nt 
im p rove m e nts in so la r p e rform a nce co m p a re d 
to VFloat™ tone d g la ss. The co lours a re d e e p e r, 
howev e r na tura l view s from the inte rior a re 
main ta ined  with low-e xte rior re fl ec ta nc e . They 
a re re a d ily a va ila b le a nd ca n b e p roce sse d 
a nd fa b ric a te d sim ila rly to norm a l fl oa t g la ss to 
p rov id e a n e c onom ic a l ch o ice for re d ucing  
a ir-co nd itioning co sts.

Viridian VFloat SuperGreen™

SuperGr een  provides  a  deep  green , c risp 
a p p e a ra nce with sha rp cl e a n ex te rna l view s 
a nd low-ex te rna l re fl e c ta nc e . 

Designed  to provide  ve ry high  da ylight 
tra nsm ission (66%) with so la r co ntro l (SHGC of 
0.51). It of fe rs 20% b e tte r so la r p e rform a nce tha n 
co nve ntiona l tone s, with re d uce d g la re a nd UV.

Viridian VFloat SuperGrey™

Prov id e s the hig he st so la r co ntro l of a ny unco a te d 
fl oa t g la ss, with so la r co ntro l (SHGC of 0.35 ). 
Its dar k gre y c o lour provides  privac y from  the  
outsid e a nd re d uce d se e -throug h. The g la ss 
re d uce s g la re with 9% lig ht tra nsm itta nce 
m a king it a p p rop ria te for use in skylig hts or ne a r 
co m p ute r m onitors.

Viridian VFloat SuperBlue™

A unique  blue  c o lour that  is c ool and  distinctive .
It p rov id e s so la r co ntro l sim ila r to  tha t of 
SuperGr een , again  with high  day light transmission .

Thermal safety

The hig h p e rform a nce tone d g la ss ra ng e a b sorb s 
a la rg e p rop ortion of so la r ra d ia tion. Ap p lic a tions 
m ust b e  ch e c ke d for the rm a l stre ss b re a ka g e . 
We  rec ommend  that  VFloat  SuperGr e y be  
spec ifi ed  and  supplied  as  a  heat  strengthened  
or toug he ne d g la ss in a ll situa tions.

Features and benefi ts
�  Hig h so la r co ntro l fl oa t g la ss – low co st g la ss

without co a ting s optim ise s lig ht tra nsm ission
a nd re d uce s co o ling loa d s.

�  Low re fl e c ta nce
– Low ex te rna l a nd inte rna l re fl e c ta nce .
– VFloat SuperGreen™ and  Viridian  VFloat
SuperBlue™ provide  good  da ylight transmission .

�  Low UV tra nsm itta nc e – outp e rform s othe r tinte d
p rod uc ts for re d uce d fa d ing . Virid ia n VFloat
SuperGrey™ eliminat es  99%  of UV ra diation .

�  Use in Virid ia n ThermoTech™ (insula ting
g la ss units) – ca n b e co m b ine d with Low E
g la ss in insula ting g la ss units for e nha nce d
per formanc e .

Ene rg y

The bar chart diagram is for indication only, for per formance 
data please refer to the glass per formance data tables 
at the end of this document .

�  3300  x 2440mm

� S elect thickness – process 
6mm – Annealed
6mm – Toughened
6mm – Heat Strengthened 

�  Select colour

Refer to product range chart




