FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
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PSP RAFTER BRACKET - 3mm T316 STAINLESS
_ STEEL WITH PSP FIXING SCREWS
B M12 x 120mm T316 COACH SCREW WITH T316
B M12 SQUARE WASHER
- 10g x 50mm COUNTER SUNK SQUARE DRIVE
- STAINLESS STEEL 316 FIXING WOOD SCREW
B TIMBER STRINGER
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
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relevant clauses of the
NZBC and the New
Zealand Building Act.
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