FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH |
LESSER THAN OR EQUAL TO 5°.

S

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
' BUILDING WRAP
CAVITY SYSTEM
: SELECTED FIBRE CEMENT SHEET CLADDING BY
LININGBY ——~ OTHERS
OTHERS .

15 DRIP EDGE

35 MIN GAP

75 MIN COVER

CAVITY CLOSER

110 MIN TOTAL ‘
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NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

WRAP LAPS OVER FLASHING

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

'F' CLOSER PROFILE

TIMBER STRINGER

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR ‘X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL BARGE DETAIL -
FIBRE CEMENT BOARD (CAVITY)
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ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.
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