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SHEET DETAIL TYPE CLADDING TYPE ISSUED
Cv-02 CLEARVUE RAFTER BRACKETS 10/12/2019
Cv-03 CLEARVUE EXTRUSIONS 10/12/2019
Cv-04 END PLATES - 6mm SHEET 10/12/2019
Cv-05 END PLATES - 8mm SHEET 10/12/2019
CV-06 MECHANICAL FIXINGS 10/12/2019
Cv-07 MECHANICAL FIXINGS 10/12/2019
CV-BK-01 APRON DETAIL - BRICK VENEER 10/12/2019
CV-BK-02 APRON DETALL - MASONRY BLOCK 10/12/2019
CV-BK-03 APRON DETAIL - SADDLE BRACKET- BRICK VENEER 10/12/2019
CV-BK-04 APRON DETAIL - SADDLE BRACKET - MASONRY BLOCK 10/12/2019
CV-BK-05 BARGE DETAIL - MASONRY BLOCK 10/12/2019
CV-BK-06 BARGE DETAIL - BRICK VENEER 10/12/2019
CV-BK-07 BARGE DETAIL FOR ALUMINIUM RAFTER -  MASONRY BLOCK 10/12/2019
CV-BK-08 BARGE DETAIL FOR ALUMINIUM RAFTER - BRICK VENEER 10/12/2019
CV-FS-01 APRON DETAIL - FIBRE CEMENT SHEET (CAVITY) 10/12/2019
CV-FS-02 APRON DETAIL - FIBRE CEMENT SHEET (DIRECT FIX) 10/12/2019
CV-FS-03 APRON DETAIL - SADDLE BRACKET FIBRE CEMENT SHEET (CAVITY) 10/12/2019
CV-FS-04 APRON DETAIL - SADDLE BRACKET FIBRE CEMENT SHEET (DIRECT FIX) 10/12/2019
CV-FS-05 BARGE DETAIL - FIBRE CEMENT SHEET (CAVITY) 10/12/2019
CV-FS-06 BARGE DETAIL - FIBRE CEMENT SHEET (DIRECT FIX) 10/12/2019
CV-FS-07 BARGE DETAIL FOR ALUMINIUM RAFTER -  FIBRE CEMENT SHEET (CAVITY) 10/12/2019
CV-FS-08 BARGE DETAIL FOR ALUMINIUM RAFTER -  FIBRE CEMENT SHEET (DIRECT FIX) 10/12/2019
CV-RF-01 TYPICAL EAVES DETAIL 10/12/2019
CV-RF-02 TYPICAL RIDGE DETAIL 10/12/2019
CV-RF-03 TYPICAL VALLEY DETAIL 10/12/2019
CV-RF-04 FLASHING END OPTIONS 10/12/2019
CV-RF-05 TYPICAL EAVES DETAIL - SADDLE BRACKET 10/12/2019
CV-RF-06 TYPICAL RIDGE DETAIL - SADDLE BRACKET 10/12/2019
CV-RF-07 TYPICAL VALLEY DETAIL - SADDLE BRACKET 10/12/2019
CV-RF-08 TYPICAL END PLATE / GUTTER DETAIL WITH SADDLE BRACKET 10/12/2019
CV-RF-09 TYPICAL END PLATE DETAIL WITH SADDLE BRACKET 10/12/2019
CV-WB-01 APRON DETALL - WEATHERBOARD (CAVITY) 10/12/2019
CV-WB-02 APRON DETALL - WEATHERBOARD (DIRECT FIX) 10/12/2019
CV-WB-03 APRON DETAIL - SADDLE BRACKET - WEATHERBOARD (CAVITY) 10/12/2019
CV-WB-04 APRON DETAIL - SADDLE BRACKET - WEATHERBOARD (DIRECT FIX) 10/12/2019
CV-WB-05 BARGE DETAIL - WEATHERBOARD (CAVITY) 10/12/2019
CV-WB-06 BARGE DETAIL - WEATHERBOARD (DIRECT FIX) 10/12/2019
CV-WB-07 BARGE DETAIL - WITH ALUMINIUM RAFTER  WEATHERBOARD (CAVITY) 10/12/2019
CV-WB-08 BARGE DETAIL - WITH ALUMINIUM RAFTER  WEATHERBOARD (DIRECT FIX) 10/12/2019
XX-AP-01 TYPICAL BARGE DETAIL - WEATHERBOARD (DIRECT FIX) 10/12/2019
XX-AP-02 TYPICAL BARGE DETAIL - WEATHERBOARD (CAVITY) 10/12/2019
XX-AP-04 TYPICAL BARGE DETAIL - BRICK VENEER 10/12/2019
XX-AP-05 TYPICAL BARGE DETAIL - FIBRE CEMENT BOARD (DIRECT FIX) 10/12/2019
XX-AP-06 TYPICAL BARGE DETAIL - FIBRE CEMENT BOARD (CAVITY) 10/12/2019
XX-AT-01 TYPICAL APRON DETAIL - SADDLE BRACKET - WEATHERBOARD (DIRECT FIX) 10/12/2019
XX-AT-02 TYPICAL APRON DETAIL - SADDLE BRACKET - WEATHERBOARD (CAVITY) 10/12/2019
XX-AT-04 TYPICAL APRON DETAIL - SADDLE BRACKET - BRICK VENEER 10/12/2019
XX-AT-05 TYPICAL APRON DETAIL - SADDLE BRACKET - FIBRE CEMENT BOARD (DIRECT FIX) 10/12/2019
XX-AT-06 TYPICAL APRON DETAIL - SADDLE BRACKET - FIBRE CEMENT BOARD (CAVITY) 10/12/2019

T.09 415 2800
F.09 415 2809

WWW.PSP.CO.NZ
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PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS
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CV-RB-1P 4L 54 4L ELEVATION CV-RB-1P 4L 53 4L ELEVATION
PSP RAFTER BRACKET - 3mm T316 STAINLESS PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS STEEL WITH PSP FIXING SCREWS

NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)

ClearVue ClearVue roofing system L
o be installed and fixed | Scale: 1:2@A4
LEARVUE RAFTER BRACKET to suitable structural
C U C S support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\(lalzeE\;/gnt c(ljat;}se; of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 72 Z”B t’| (;9 GXV pwg: CV-02
Note: Details may be subject to change without notification www.psp.conz | £ealand Bullding Act
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ALUMINIUM EXTRUSION
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CV-BE
ALUMINIUM EXTRUSION
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CV-FE6
ALUMINIUM EXTRUSION

CV-FE8
ALUMINIUM EXTRUSION

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.
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CV-RE
ALUMINIUM RAFTER EXTRUSION
CLEARVUE SHEET - 8mm
[
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CLEARVUE SHEET - 6mm
| 17 | L 20 L
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CV-RS CV-FCS
RUBBER SEAL FOAM CLOSURE STRIP

NOTE: All dimensions are in millimeters (mm)

ClearVue
CLEARVUE EXTRUSIONS

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

TRANSLUCENT ROOFING|

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1: 1@ A4
Date: 10/12/2019

Dwg: CV-03




END PLATE FIXINGS

ALL END PLATES SUPPLIED WITH THE REQUIRED END PLATE FIXING SCREWS
ILLUSTRATED ON SHEET CV-06-MECHANICAL FIXINGS

5%-“ S
<
B8
CV-EP6-01
END PLATE

38.75

< o] —¥
R2.25
S 9
T 3
| ©c 9O -
, 46.8 |
7 il
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END PLATE

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.
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END PLATE
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NOTE: All dimensions are in millimeters (mm)

ClearVue
END PLATES - 6mm SHEET

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

TRANSLUCENT ROOFING|

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale:As @ A4
indicated

Date: 10/12/2019

Dwg: CV-04




END PLATE FIXINGS

ALL END PLATES SUPPLIED WITH THE REQUIRED END PLATE FIXING SCREWS
ILLUSTRATED ON SHEET CV-06-MECHANICAL FIXINGS
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END PLATE

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.
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END PLATE
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NOTE: All dimensions are in millimeters (mm)

ClearVue
END PLATES - 8mm SHEET

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

TRANSLUCENT ROOFING|

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale:As @ A4
indicated

Date: 10/12/2019

Dwg: CV-05
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CV-FO1

69x20mmSQUARE DRIVE STAINLESS STEEL 316
FIXING SCREW

(O) | [T

CV-FO3

89 x 50mm SQUARE DRIVE SELF TAPPERS
STAINLESS STEEL 316 FIXING SCREW

@ iiiii=

CV-F05

149 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

© |

CV-F04

HEX DRIVE, UNC THREAD STAINLESS STEEL 316
SOCKET CAP SCREW

O Hpmmmmmme

CV-F06

129 x 35mm HEX FLANGE TYPE 17 STAINLESS
STEEL 316 FIXING SCREW

CV-F08

vvvvv

10g x 50mm COUNTER SUNK SQUARE DRIVE
STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: All dimensions are in millimeters (mm)

ClearVue
MECHANICAL FIXINGS

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
T 09 415 2800 relevant clauses of the
F 09 415 2809 NZBC and the New
WWWSP.CO.NZ Zealand Building Act.

Scale: 1: 1@ A4
Date: 10/12/2019

Dwg: CV-06




CV-F09

M12 x 150mm GALVANISED FORTRESS SCREW
BOLT WITH GALVANISED M12 SQUARE WASHER

CV-F10

M12 x 135mm STAINLESS STEEL 316 THROUGH
BOLT WITH STAINLESS STEEL 316 ROUND
WASHER

D

CV-F11

FIXING - PSP M12 STAINLESS STEEL 316
COACH SCREW WITH STAINLESS STEEL 316
M12 SQUARE WASHER

NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L
to be installed and fixed Scale: 1: 2@ A4

MECHANICAL FIXIN to suitable structural

C C GS support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\(lalzeE\;/gnt c(ljat;}se; of the
PO Box 101851 NSMC, New Zealand Fo94is2000 | D0~ EIE t,lj. o pwg: CV-07
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
TABLE

SITUATION 1
(MINIMUM)

SITUATION 2
(MINIMUM)

SITUATION 3
(MINIMUM)

SHEET THICKNESS 6mm SHEET 8mm SHEET

TRANSVERSE FLASHING

130 200

200

ALUMINIUM RAFTER

SPACING 600 crs

750 crs

BRICK VENEER ON CAVITY SYSTEM

INTERNAL LINING7'::

BUILDING WRAP

FLASHING CHASED & SILICONE SEALED 20mm
INTO BRICK WALL. ENSURE SILICONE IS

A NNA

MIN UPSTAND

CONTINUOUS AND PLACED INTO CHASE PRIOR TO
FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR X' MIN COVER FROM TOP EDGE OF
CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

6mm OR 8mm CLEARVUE ROOFING SHEET

RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

M12 x 220mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

/

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL -
BRICK VENEER

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-BK-01

T.09 415 2800
F.09 415 2809




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
LESSER THAN OR EQUAL TO 5°.

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

VERY HIGH WIND ZONE WHERE ROOF PITCH IS

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
TABLE

SITUATION 1
(MINIMUM)

SITUATION 2
(MINIMUM)

SITUATION 3
(MINIMUM)

SHEET THICKNESS 6mm SHEET 8mm SHEET

TRANSVERSE FLASHING 130 200

200

ALUMINIUM RAFTER

SPACING 600 crs

750 crs

MASONRY BLOCK WALL, ENSURE MASONRY

BLOCK HAS SOLID FILL TO ENSURE SECURE
BOLT FIXING

FLASHING CHASED & SILICONE SEALED 20mm
INTO BLOCK WALL. ENSURE SILICONE IS

110

|

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

MIN UPSTAND

CONTINUOUS AND PLACED INTO 20x10mm
CHASE PRIOR TO FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR X' MIN COVER FROM TOP EDGE OF
CLEARVUE.

6mm OR 8mm CLEARVUE ROOFING SHEET

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

M12 x 150mm GALVANISED FORTRESS SCREW

BOLT WITH GALVANISED M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL -
MASONRY BLOCK

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-BK-02




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUN) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 ers 750 ors
SPACING
BRICK VENEER ON CAVITY SYSTEM
BUILDING WRAP
FLASHING CHASED & SILICONE SEALED 20mm
, INTO BRICK WALL. ENSURE SILICONE IS
INTERNAL LINING—— - CONTINUOUS AND PLACED INTO CHASE PRIOR TO
3 FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR 'X' MIN COVER FROM TOP EDGE OF
CLEARVUE.
129 x 25mm HEX FLANGE STAINLESS STEEL

2 316 SELF DRILLING SCREW

<C

=

=& PSP RAFTER BRACKET - 3mm T316 STAINLESS

= STEEL WITH PSP FIXING SCREWS

=
REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

50
-
oY F

I

6mm OR 8mm CLEARVUE ROOFING SHEET

WITH ALUMINIUM RAFTER SUPPORTS

SPACING

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED

M12 x 220mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC. CHECK ONSITE TO ENSURE

BOLTS ARE FIXED THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

PLACED AT EACH BOLT LOCATION, TRIM TO

SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER

INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL - SADDLE BRACKET-
BRICK VENEER

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-BK-03




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
LESSER THAN OR EQUAL TO 5°.

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

VERY HIGH WIND ZONE WHERE ROOQF PITCH IS

PSP - ALUMINIUM & TIMBER RAFTER SPACING
TABLE

SITUATION 1 SITUATION 2
(MINIMUM) (MINIMUM)

SITUATION 3
(MINIMUM)

SHEET THICKNESS 6mm SHEET 8mm SHEET

TRANSVERSE FLASHING 130 200

200

ALUMINIUM RAFTER

SPACING 600 crs 750 crs

MASONRY BLOCK WALL, ENSURE MASONRY

BLOCK HAS SOLID FILL TO ENSURE SECURE
BOLT FIXING

FLASHING CHASED & SILICONE SEALED 20mm
INTO BLOCK WALL. ENSURE SILICONE IS

110

/ MIN UPSTAND

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

CONTINUQUS AND PLACED INTO 20x10mm
CHASE PRIOR TO FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR X' MIN COVER FROM TOP EDGE OF
CLEARVUE.

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED
SPACING

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

M12 x 150mm GALVANISED FORTRESS SCREW

BOLT WITH GALVANISED M12 SQUARE WASHER

10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL - SADDLE BRACKET -

MASONRY BLOCK

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with | Date: 10/12/2019
T 09 415 2800 relevant clauses of the

F.09 4152809 | NZBC andthe New pwg: CV-BK-04
Zealand Building Act.

Scale: 1:5@ A4




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\lﬁl;glll':léUM RAFTER 600 ors 750 crs

MASONRY BLOCK WALL, ENSURE MASONRY

110

MIN UPSTAND

BOLT FIXING

BLOCK HAS SOLID FILL TO ENSURE SECURE

FLASHING CHASED & SILICONE SEALED 20mm
INTO BLOCK WALL. ENSURE SILICONE IS
CONTINUOUS AND PLACED INTO 20x10mm

CHASE PRIOR TO FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR X' MIN COVER FROM TOP EDGE OF

CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY

L )
CLEARVUE ROOFING SYSTEM

'F CLOSER PROFILE

BETWEEN FLASHING AND CLEARVUE ROOFING.

M12 x 150mm GALVANISED FORTRESS SCREW

DPC

BOLT WITH GALVANISED M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

BITUMINOUS DPC

NOTE: All dimensions are in millimeters (mm)

ClearVue
BARGE DETAIL -
MASONRY BLOCK

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand

Note: Details may be subject to change without notification WWW.PSP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
;83 j}g gggg NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-BK-05




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

LESSER THAN OR EQUAL TO 5°.

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS

Vue

(

(

(

oy 2

=

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 ¢rs
- K | /
: ><\ K BRICK VENEER ON CAVITY SYSTEM
g ><‘ r \\({‘ BUILDING WRAP
’ >< 20
INTERNAL LINING—— - - FOLDED COLORSTEEL APRON FLASHING CHASED
| — & SILICONE SEALED 20MM INTO BRICK WALL.
' - e ENSURE SILICONE IS CONTINUOUS AND PLACED
- ;i\ INTO CHASE PRIOR TO FLASHING.
1= 2 FOLDED COLORSTEEL APRON FLASHING. REFER
; - ol & TABLE FOR X' MIN COVER FROM TOP EDGE OF
, ><\ TS CLEARVUE.
: =
- >< =

iae]

(
e e E e

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM

'F' CLOSER PROFILE

M12 x 220mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

T

i

i

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof

pitch

of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL -
BRICK VENEER

320 Rosedale Road, Albany, Auckland, New Zealand

PO Box 101 851 NSMC, New Zealand

Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

ClearVue roofing system

tobe installed and fixed | Ocale: 11 5@ A4
to suitable structural

support, complying with | Date: 10/12/2019
relevant clauses of the

NZBC and the New

o Dwg: CV-BK-06
Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING

'F' CLOSER PROFILE

— =
\
\

DPC

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
MASONRY BLOCK WALL, ENSURE MASONRY
4 BLOCK HAS SOLID FILL TO ENSURE SECURE
/ BOLT FIXING
FLASHING CHASED & SILICONE SEALED 20mm
INTO BLOCK WALL. ENSURE SILICONE IS
CONTINUQUS AND PLACED INTO 20x10mm
CHASE PRIOR TO FLASHING.
FOLDED COLORSTEEL APRON FLASHING. REFER
2 TABLE FOR X' MIN COVER FROM TOP EDGE OF
7&2‘ CLEARVUE.
e N
2 PSP FOAM CLOSER STRIP FILLS CAVITY
= BETWEEN FLASHING AND CLEARVUE ROOFING.
28
— |
=
=

>

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

M12 x 135mm T316 FORTRESS THROUGH BOLT

WITH T316 M12 SQUARE WASHER

CLEARVUE ALUMINIUM RAFTER - REFER TO

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

SPACING TABLE ABOVE FOR REQUIRED
SPACING

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL FOR ALUMINIUM RAFTER -
MASONRY BLOCK

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800 relevant clauses of the

F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with | Date: 10/12/2019

Dwg: CV-BK-07

Scale: 1:5@ A4

NZBC and the New
Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

ROOF PITCH IS GREATER THAN OR EQUAL TO

LESSER THAN OR EQUAL TO 5°.

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE

5°,

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
TABLE

SITUATION 1
(MINIMUM)

SITUATION 2
(MINIMUM)

SITUATION 3
(MINIMUM)

SHEET THICKNESS

6mm SHEET

TRANSVERSE FLASHING 130

200

SPACING

ALUMINIUM RAFTER

600 crs

N

INTERNAL LINING—— - =

|

BUILDING WRAP

FOLDED COLORSTEEL APRON FLASHING CHASED
& SILICONE SEALED 20MM INTO BRICK WALL.

110
MIN UPSTAND

ENSURE SILICONE IS CONTINUQUS AND PLACED
INTO CHASE PRIOR TO FLASHING.

FOLDED COLORSTEEL APRON FLASHING. REFER
TABLE FOR ‘X' MIN COVER FROM TOP EDGE OF

DPC

\
e ————— e e e e e

CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

“ofZ

|

'F CLOSER PROFILE

M12 x 220mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED

SPACING

BRICK VENEER ON CAVITY SYSTEM

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

T

NOTE: Recommended roof pitch 5°. Minimum r

oof pitch

of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL FOR ALUMINIUM RAFTER -

BRICK VENEER

320 Rosedale Road, Albany, Auckland, New Zealand

PO Box 101 851 NSMC, New Zealand

Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system

8mm SHEET

750 crs

to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-BK-08




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) ( |e a r

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Ié\lr;gglll':léUM RAFTER 600 crs 750 crs

BUILDING WRAP
CAVITY SYSTEM

INTERNAL LININGi\Q;
: SELECTED FIBRE CEMENT SHEET CLADDING BY
OTHERS

75

OPTIONAL HEM TO TOPS OF FLASHINGS

FOLDED COLORSTEEL OVERFLASHING TO FORM
2-PART FLASHING SYSTEM

75

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

110
MIN UPSTAND

50
MIN GAP‘ MIN COVER | MIN COVER ‘

50
-0

6mm OR 8mm CLEARVUE ROOFING SHEET

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

RAFTER - REFER TO SPACING TABLE ABOVE

— FOR REQUIRED SPACING

M12 x 160mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH CLADDING.
CHECK ONSITE TO ENSURE BOLTS ARE FIXED
THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY
PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER

INFORMATION

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
C|earVue ClearVue roofing system L
APRON DETAIL tobe installed and fixed | Scale:1:5 @A4

O - to suitable structural
FIBRE CEMENT SHEET (CAV|TY) ST | support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt C(ljalﬁ]seil of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 27~ €S t’| oo pwg: CV-FS-01
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Clear

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
BUILDING WRAP

SELECTED FIBRE CEMENT SHEET CLADDING BY
OTHERS

INTERNAL LINING

FLARE TOP EDGE AND APPLY SILICONE SEALANT
TO JOINT

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

6mm OR 8mm CLEARVUE ROOFING SHEET

MIN UPSTAND

RAFTER - REFER TO SPACING TABLE ABOVE
FOR REQUIRED SPACING

M12 x 120mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH CLADDING.
CHECK ONSITE TO ENSURE BOLTS ARE FIXED
THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL -
FIBRE CEMENT SHEET (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale:1:5 @ A4
Date: 10/12/2019

Dwg: CV-FS-02




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
_— |
BUILDING WRAP
CAVITY SYSTEM
. SELECTED FIBRE CEMENT SHEET CLADDING BY
INTERNAL LINNG————»~ OTHERS

OPTIONAL HEM TO TOPS OF FLASHINGS

FOLDED COLORSTEEL OVERFLASHING TO FORM
2-PART FLASHING SYSTEM

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

75

MIN
COVER

75

MIN
COVER

PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

—_— REFER SHEET CV-RF-04 FOR FLASHING END
\TOPTIONS

Iﬁg

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

110

MIN UPSTAND

35

MIN
GAP

A A A

' CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED
SPACING

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

M12 x 160mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

10g x 50mm COUNTER SUNK SQUARE DRIVE
STAINLESS STEEL 316 FIXING WOOD SCREW

TIMBER STRINGER BOLTED THROUGH CLADDING.
CHECK ONSITE TO ENSURE BOLTS ARE FIXED
THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY
PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER

VAAAAN

INFORMATION
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L

o be installed and fixed | Scale: 1:5@A4

APRON DETAIL - SADDLE BRACKET OO
FIBRE CEMENT SHEET (CAV|TY) support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeg(a:nt C(ljalﬁ]se; of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 27~ €S t‘| oo pwg: CV-FS-03
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) { |e a r

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs

| SELECTED FIBRE CEMENT SHEET CLADDING BY
OTHERS

BUILDING WRAP

INTERNAL LINING——————————————®_ FLARE TOP EDGE AND APPLY SILICONE SEALANT

TO JOINT

PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

/ MIN UPSTAND

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED
SPACING

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

M12 x 120mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

10g x 50mm COUNTER SUNK SQUARE DRIVE
STAINLESS STEEL 316 FIXING WOOD SCREW

TIMBER STRINGER BOLTED THROUGH
BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER

INFORMATION
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L

o be installed and fixed | Scale: 1:5@A4

APRON DETAIL - SADDLE BRACKET e T
FIBRE CEMENT SHEET (D|RECT F|X) ST | support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt C(ljalﬁ]seil of the
PO Box 101851 NSMC, New Zealand Fo94is2000 | D0~ EIE t’|§' o pwg: CV-FS-04
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\lﬁgmwéUM RAFTER 600 crs 750 ors
BUILDING WRAP
CAVITY SYSTEM

SELECTED FIBRE CEMENT SHEET CLADDING BY

INTERNAL LINING*I: OTHERS
FOLDED COLORSTEEL OVERFLASHING TO FORM
ol = & 2-PART FLASHING SYSTEM
=SS
oS
OPTIONAL HEM TO TOPS OF FLASHINGS
[=] o
'<ZE 0 § = FOLDED COLORSTEEL APRON FLASHING AS
SHIRT 3 ——PER E2/AS1. REFER TABLE FOR X' MIN COVER
- g | a FROM TOP EDGE OF CLEARVUE.
S 4|3
™| =
— =

'F" CLOSER PROFILE

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM

M12 x 160mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH
BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY
PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER

INFORMATION

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
C|earVue ClearVue roofing system L
BARGE DETAIL tobe installed and fixed | Scale:1:5 @A4

G - to suitable structural
FIBRE CEMENT SHEET (CAV|TY) support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeg(a:nt C(ljalﬁ]se; of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 27~ €S t‘| oo pwg: CV-FS-05
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) ‘ | e a r

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET

ALUMINIUM RAFTER
SPACING

TRANSVERSE FLASHING

130 200 200 600 crs 750 crs

[ SELECTED FIBRE CEMENT SHEET CLADDING BY
I OTHERS

BUILDING WRAP

INTERNAL LINING

FLARE TOP EDGE AND APPLY SILICONE SEALANT
TO JOINT

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

MIN UPSTAND

J 1 Et g

2

'F CLOSER PROFILE

CLEARVUE ROOFING SYSTEM

M12 x 120mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

)

TIMBER STRINGER BOLTED THROUGH
BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER
INFORMATION

s

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)

ClearVue ClearVue roofing system
to be installed and fixed

BARGE DETAIL - to suitable structural
FIBRE CEMENT SHEET (D|RECT F|X) support, complying with | Date: 10/12/2019

320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeé/gnt c(ljat;se; of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 27~ €S t’| oo pwg: CV-FS-06
Note: Details may be subject to change without notification WWW.PSP.C0.NZ ealand Building Act

Scale:1:5 @ A4




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMIUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 ors 750 ors
SPACING
- k/ | SELECTED FIBRE CEMENT SHEET CLADDING BY
< | OTHERS
: CAVITY SYSTEM
) BUILDING WRAP
INTERNAL LINING v
' FOLDED COLORSTEEL OVERFLASHING TO FORM
2-PART FLASHING SYSTEM
oc
o EX OPTIONAL HEM TO TOPS OF FLASHINGS
=8
FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
o o« FROM TOP EDGE OF CLEARVUE.
Z i
olE = § CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
=5 RAFTER SUPPORTS
= I
= 853
w1z
'F' CLOSER PROFILE =
—] : PSP FOAM CLOSER STRIP FILLS CAVITY
| BETWEEN FLASHING AND CLEARVUE ROOFING.
= :l
] I M12 x 160mm T316 COACH SCREW WITH T316
| M12 SQUARE WASHER
I
9 |
| CLEARVUE ALUMINIUM RAFTER - REFER TO
| SPACING TABLE ABOVE FOR REQUIRED
| SPACING
\ |
[ DPC
P}
| )| H3.2 TREATED TIMBER CAVITY PACKING
| BLOCK, 200mm IN LENGTH, CENTRALLY
—| | PLACED AT EACH BOLT LOCATION, TRIM TO
| SUIT CAVITY DEPTH
)|
—_ | I ENSURE ADEQUATE STRUCTURAL SUPPORT
| PRIOR TO CONSTRUCTION OR CONTACT PSP
| TECHNICAL SUPPORT FOR FURTHER
| INFORMATION
|
|

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL FOR ALUMINIUM RAFTER -
FIBRE CEMENT SHEET (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800
PO Box 101 851 NSMC, New Zealand F.09 415 2809
Note: Details may be subject to change without notification WWW.PSP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-FS-07




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) ( |ea r

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
B ’ BUILDING WRAP
. ‘ SELECTED FIBRE CEMENT SHEET CLADDING BY
s % OTHERS
’ FLARE TOP EDGE AND APPLY SILICONE SEALANT
INTERNAL LINING—————————————¢ § TO JOINT
) ‘ FOLDED COLORSTEEL APRON FLASHING AS
¥ ’ PER E2/AS1. REFER TABLE FOR 'X' MIN COVER
§ FROM TOP EDGE OF CLEARVUE.
. PSP FOAM CLOSER STRIP FILLS CAVITY
B ’ BETWEEN FLASHING AND CLEARVUE ROOFING.
- § = CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
= olp RAFTER SUPPORTS
. =
% =
’ o) . o1Z
U ;
| 'F' CLOSER PROFILE
[
I % M12 x 120mm T316 COACH SCREW WITH T316
| J M12 SQUARE WASHER
|
j I CLEARVUE ALUMINIUM RAFTER - REFER TO
| SPACING TABLE ABOVE FOR REQUIRED
I SPACING
|
| DPC
|
I ENSURE ADEQUATE STRUCTURAL SUPPORT
|- I PRIOR TO CONSTRUCTION OR CONTACT PSP
’ I TECHNICAL SUPPORT FOR FURTHER
- ‘ [ INFORMATION
1=
=
(=<
A=
- |
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L
BARGE DETAIL FOR ALUMINIUM RAFTER - ob ntaledad e | A 115044
to suitable structural
FIBRE CEMENT SHEET (D|RECT F|X) ST | support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?IzeE\;/gnt C(ljatlﬁ]seil of the
PO Box 101 851 NSMC, New Zealand 094152800 | 0 Z“B | 5 exv t owg: GV-FS-08
Note: Details may be subject to change without notification WWW.PSP.C0.NZ ealand Bullding Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

LESSER THAN OR EQUAL TO 5°.

VERY HIGH WIND ZONE WHERE ROOF PITCH IS

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
PROFILED METAL ROOFING

« - REFER FLASHING

TABLE
50

6mm OR 8mm CLEARVUE ROOFING SHEET

RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

M12 x 120mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

SOFFIT CLADDING

TIMBER FASCIA

TIMBER STRINGER
RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

REFER SHEET CV-RF-04 FOR FLASHING

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

END OPTIONS

NOTE: All dimensions are in millimeters (mm)

ClearVue
TYPICAL EAVES DETAIL

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
T.09 415 2800 relevant clauses of the
F 09 415 2809 NZBC and the New
WWWSP.CO.NZ Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-RF-01




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs

X - REFER FLASHING

X/TABLE/W

5 MAX

REFER SHEET CV-RF-04 FOR
FLASHING END OPTIONS

RIDGE BEAM

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

COLORSTEEL RIDGE FLASHING

6mm OR 8mm CLEARVUE ROOFING SHEET

RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

NOTE: All dimensions are in millimeters (mm)

ClearVue
TYPICAL RIDGE DETAIL

320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800
PO Box 101 851 NSMC, New Zealand F.09 415 2809
Note: Details may be subject to change without notification WWW.PSP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-RF-02




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

LESSER THAN OR EQUAL TO 5°.

VERY HIGH WIND ZONE WHERE ROOQF PITCH IS

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(NN (INIVON) ININON SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.
PSP FOAM CLOSER STRIP FILLS CAVITY
Gmm OR 8mm CLEARVUE ROOFING SHEET ‘ 250 BETWEEN FLASHING AND CLEARVUE ROOFING.
‘ MIN OVERALL GUTTER WIDTH
80 5°
———
OVERHANG

RAFTERWIDTH |
MAC

CHECK OUT RAFTERS FOR VALLEY TIMBER
SUPPORT, NO MORE THAN 1/3 RAFTER DEPTH.

RAFTER - REFER TO SPACING TABLE ABOVE
FOR REQUIRED SPACING

FOLDED COLORSTEEL VALLEY GUTTER

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

——UNDERLAY LAPS BEHIND TIMBER BLOCKING

SOLID GUTTER SUPPORT

CLEARVUE END CAP

VALLEY RAFTER

NOTE: All dimensions are in millimeters (mm)

ClearVue
TYPICAL VALLEY DETAIL

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-RF-03




——COLORSTEEL FLASHING (VIEWED IN ELEVATION)

FLASHING NOTCHED AROUND
CLEARVUE ALUMINIUM
EXTRUSION

i

5 MAX

GAP TO GLAZING

CLEARVUE ROOFING SYSTEM

TIMBER RAFTER

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

NOTCHED FLASHING OPTION

COLORSTEEL FLASHING (VIEWED IN ELEVATION)

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM

TIMBER RAFTER T

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

FOAM INFILL OPTION
NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L
to be installed and fixed Scale: 1: 5@ A4
FLASHING END OPTION to suitable structural
S G O ONS support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?IzeE\;/gnt C(ljalﬁ]seil of the
PO Box 101 851 NSMC, New Zealand F.09 415 2809 and the New owg: CV-RF-04

Note: Details may be subject to change without natification WWW.pSP.C0.nz Zegland Building Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

LESSER THAN OR EQUAL TO 5°.

VERY HIGH WIND ZONE WHERE ROOQF PITCH IS

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
PROFILED METAL ROOQFING

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

X - REFER FLASHING
TABLE

1

RAFTER

10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

M12 x 120mm T316 COACH SCREW WITH T316
M12 SQUARE WASHER

SOFFIT CLADDING

TIMBER FASCIA

TIMBER STRINGER

PSP RAFTER BRACKET - 3mm T316 STAINLESS

STEEL WITH PSP FIXING SCREWS
129 x 25mm HEX FLANGE STAINLESS STEEL

316 SELF DRILLING SCREW

REFER SHEET CV-RF-04 FOR FLASHING
END OPTIONS

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

ClearVue

TYPICAL EAVES DETAIL - SADDLE BRACKET

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

SPACING
NOTE: All dimensions are in millimeters (mm)
ClearVue roofing system L
tobe installed and fixed | SCalE: 1:5@A4
to suitable structural
support, complying with | Date: 10/12/2019
T.09 415 2800 relevant clauses of the
F09 4152809 | hZBCandtheNew 1 pyg. GV-RF-05
WWWSP.CO.NZ Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) VU e

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
COLORSTEEL RIDGE FLASHING
NG
X - REFER FLASHI PSP RAFTER BRACKET - 3mm T316 STAINLESS

REFER SHEET CV-RF-04 FOR
FLASHING END OPTIONS

TABLE STEEL WITH PSP FIXING SCREWS

5o

CLEARVUE ALUMINIUM RAFTER - REFER TO

M SPACING TABLE ABOVE FOR REQUIRED
TIMBER RIDGE BEAM SPACING
10g x 50mm COUNTER SUNK SQUARE DRIVE 129 x 25mm HEX FLANGE STAINLESS STEEL
STAINLESS STEEL 316 FIXING WOOD SCREW 316 SELF DRILLING SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L

o be installed and fixed | Scale: 1:5@A4
TYPICAL RIDGE DETAIL - SADDLE BRACKET {o suitable structural - ,

support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt céaL;]se; of the
PO Box 101 851 NSMC, New Zealand F.09 4152809 | 2% Z”B t‘| s exv owg: CV-RF-06
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
mmmm; s&:’mgmf s}ﬂ}’»ﬁﬂﬁw SHEET THICKNESS 6mm SHEET gmm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 ars
PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING
gk‘;ﬁ?g %EESgFE'T'\éG SYSTEM WITH ALUMINIUM - UNDERLAY LAPS BEHIND TIMBER BLOCKING

yyyyyyyyyy

80
MiN
3
S/&
SN
SN

S

‘ MIN OVERALL GUTTER WIDTH ‘

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED

SPACING

10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

FOLDED COLORSTEEL VALLEY GUTTER

TIMBER FRAMING TO BOX OUT BELOW VALLEY]

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

NOTE: All dimensions are in millimeters (mm)

GUTTER

o PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

CLEARVUE END CAP

VALLEY RAFTER

SOLID GUTTER SUPPORT

ClearVue
TYPICAL VALLEY DETAIL - SADDLE BRACKET

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809

WWW.SP.C0.NZ

relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: CV-RF-07




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/ASH, 24 DECEMBER 2011) VU e

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 ors
SPACING
CLEARVUE ROOFING SYSTEM WITH ALUMINIUM 50

RAFTER SUPPORTS CV-EP6-01 OR CV-EP8-01 ENDPLATE

SELECTED GUTTER AND BRACKET BY OTHERS,
SCREW FIXED TO END PLATE THROUGH
PRE-DRILLED HOLES

M6 x 12mm HEX DRIVE STAINLESS STEEL 316

SOCKET SCREW

CV-EP6-03 OR CV-EP8-03 ENDPLATE
;

gtf\ém’g:;&'\";g%’% ESETFEEQ'UTFEEER 0 PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

SPACING

TIMBER FRAMING 10g x 50mm COUNTER SUNK SQUARE DRIVE
STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch

of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
C|earVue ClearVue roofing system L

o be installed and fixed | Scale: 1:5@A4
TYPICAL END PLATE / GUTTER DETAIL WITH 0 suitable structural
SADDLE BRACKET support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt céaL;]se; of the
PO Box 101 851 NSMC, New Zealand F09 4152000 | D0~ 8 e Mo pwg: CV-RF-08
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\lﬁl;glll':léUM RAFTER 600 crs 750 cors

CLEARVUE ROOFING SYSTEM WITH ALUMINIUM

M6 x 12mm HEX DRIVE STAINLESS STEEL 316

RAFTER SUPPORTS
® ®

CLEARVUE ALUMINIUM RAFTER - REFER TO ;

SPAGING TABLE ABOVE FOR REQUIRED

SPACING

TIMBER FRAMING

SOCKET SCREW

o——CV-EP6-04 OR CV-EP8-04 END PLATE

PSP RAFTER BRACKET - 3mm T316 STAINLESS

STEEL WITH PSP FIXING SCREWS

10g x 50mm COUNTER SUNK SQUARE DRIVE

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL END PLATE DETAIL WITH SADDLE
BRACKET

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-RF-09




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

LESSER THAN OR EQUAL TO 5°.

VERY HIGH WIND ZONE WHERE ROOQF PITCH IS

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
% BUILDING WRAP
) SELECTED WEATHERBOARD CLADDING BY
INTERNAL LINNG———® OTHERS
CAVITY SYSTEM

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

MIN  MIN COVER

%

6mm OR 8mm CLEARVUE ROOFING SHEET

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

I RAFTER - REFER TO SPACING TABLE ABOVE
FOR REQUIRED SPACING

M12 x 180mm T316 COACH SCREW WITH M12

T316 SQUARE WASHER
TIMBER STRINGER BOLTED THROUGH CLADDING.

CHECK ONSITE TO ENSURE BOLTS ARE FIXED
THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

I
o
’
I
I
I
I
I
I
I
I
|
I
I
I
I
I
I
I
I
I
I
|
I
I
|I|I
LS
I
I
|
i
I
I
I
I
I
I
I
I
I
I
I
I
I
|

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL -
WEATHERBOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with | Date: 10/12/2019
T 09 415 2800 relevant clauses of the

F.00 415 2809 EIZ?CZ”SIE NGX’ pwg: CV-WB-01
WWAW.DSP.CO.NZ ealand Building Act.

Scale: 1:5@ A4




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
_—— |
BUILDING WRAP
= SELECTED WEATHERBOARD CLADDING BY
INTERNAL LINNG————%~ OTHERS

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND

WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

6mm OR 8mm CLEARVUE ROOFING SHEET

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

RAFTER - REFER TO SPACING TABLE ABOVE

FOR REQUIRED SPACING

M12 x 160mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH CLADDING.
CHECK ONSITE TO ENSURE BOLTS ARE FIXED

THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL -

WEATHERBOARD (DIRECT FIX)
320 Rosedale Road, Albany, Auckland, New Zealand

PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

T.09 415 2800
Dwg: CV-WB-02

F.09 415 2809




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) VU e

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
BUILDING WRAP
N SELECTED WEATHERBOARD CLADDING BY
— OTHERS
CAVITY SYSTEM

OPTIONAL HEM TO TOP OF FLASHING

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

INTERNAL LINNG——————# "~ —

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

I
I
I
I
I
I
I
I
I
|
|
I
I
— |
I
I
I
I
I
|
.
I
I
I
R

oz g
it 1 °
— %é{ - CLEARVUE ALUMINIUM RAFTER - REFER TO
I A i SPACING TABLE ABOVE FOR REQUIRED
I SPACING
>

PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

M12 x 180mm T316 COACH SCREW WITH M12
T316 SQUARE WASHER

I

I

|

I

I

|

1

I

I

_ I 10g x 50mm COUNTER SUNK SQUARE DRIVE

| STAINLESS STEEL 316 FIXING WOOD SCREW
I

I

I

I

I

I

I

I

|

TIMBER STRINGER BOLTED THROUGH
BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING

BLOCK, 200mm IN LENGTH, CENTRALLY

% PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP
TECHNICAL SUPPORT FOR FURTHER

INFORMATION

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system L

o be installed and fixed | Scale: 1:5@A4
APRON DETAIL - SADDLE BRACKET - BTt
WEATHERBOARD (CAVITY) support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt Céalﬁ]se; of the
PO Box 101 851 NSMC, New Zealand Fo9 4152800 | 2 Z”B I.|§ exv pwg: CV-WB-03
Note: Details may be subject to change without notification www.psp.co.nz | Zealand Building Act




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

VERY HIGH WIND ZONE WHERE ROOF PITCH IS

LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
BUILDING WRAP
SELECTED WEATHERBOARD CLADDING BY
: OTHERS
INTERNAL LINING . ) OPTIONAL HEM TO TOP OF FLASHING

=%

A

VYVYVYY

129 x 25mm HEX FLANGE STAINLESS STEEL
316 SELF DRILLING SCREW

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

Ifg

6mm OR 8mm CLEARVUE ROOFING SHEET
WITH ALUMINIUM RAFTER SUPPORTS

CLEARVUE ALUMINIUM RAFTER - REFER TO
SPACING TABLE ABOVE FOR REQUIRED
SPACING

PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS

M12 x 160mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

TIMBER STRINGER BOLTED THROUGH

BITUMINOUS DPC. CHECK ONSITE TO ENSURE
BOLTS ARE FIXED THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

APRON DETAIL - SADDLE BRACKET -
WEATHERBOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-WB-04

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIVUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 120 200 200 As\ll;:méum RAFTER 600 crs 750 crs
BUILDING WRAP
SELECTED WEATHERBOARD CLADDING BY
R OTHERS
INTERNAL LINING—————————— .
' CAVITY SYSTEM

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

Ij;ZEE

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM

'F' CLOSER PROFILE

M12 x 180mm T316 COACH SCREW WITH M12

T316 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH CLADDING.
CHECK ONSITE TO ENSURE BOLTS ARE FIXED

THROUGH TO WALL FRAMING

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL -
WEATHERBOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with

Scale: 1:5@ A4

Date: 10/12/2019

T 09 415 2800 relevant clauses of the
F.09 4152809 | NZBC andthe New pwg: CV-WB-05
WWWSP.CO.NZ Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

INTERNAL LINING—'::

MIN COVER

MIN
GAP

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 ors
SPACING
BUILDING WRAP

SELECTED WEATHERBOARD CLADDING BY
OTHERS

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

'F CLOSER PROFILE

>
o 2

CLEARVUE ROOFING SYSTEM

M12 x 160mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER

TIMBER STRINGER BOLTED THROUGH CLADDING.

CHECK ONSITE TO ENSURE BOLTS ARE FIXED
THROUGH TO WALL FRAMING

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL -
WEATHERBOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system

o be installed and fixed | Scale: 1: 5@ A4

to suitable structural

support, complying with | Date: 10/12/2019
T.09 415 2800 relevant clauses of the
F.09 4152809 | NZBC andthe New pwg: CV-WB-06

WWW.SP.C0.NZ

Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\:;:glll':léUM RAFTER 600 crs 750 crs
— |
BUILDING WRAP
CAVITY SYSTEM
INTERNAL LININGi;

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

>
o1

'F CLOSER PROFILE

M12 x 180mm T316 COACH SCREW WITH M12

T316 SQUARE WASHER

CLEARVUE ALUMINIUM RAFTER - REFER TO

SPACING TABLE ABOVE FOR REQUIRED
SPACING

DPC
SELECTED WEATHERBOARD CLADDING BY

OTHERS

H3.2 TREATED TIMBER CAVITY PACKING
BLOCK, 200mm IN LENGTH, CENTRALLY

PLACED AT EACH BOLT LOCATION, TRIM TO
SUIT CAVITY DEPTH

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

A

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

ClearVue

BARGE DETAIL - WITH ALUMINIUM RAFTER
WEATHERBOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: CV-WB-07

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

INTERNAL LINING—'::

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
I
BUILDING WRAP

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1, SLOTTED BEHIND
WEATHERBOARD. REFER TABLE FOR X' MIN
COVER FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

>
o2

'F' CLOSER PROFILE

M12 x 160mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER
CLEARVUE ALUMINIUM RAFTER - REFER TO

SPACING TABLE ABOVE FOR REQUIRED
SPACING

DPC

SELECTED WEATHERBOARD CLADDING BY

OTHERS

ENSURE ADEQUATE STRUCTURAL SUPPORT
PRIOR TO CONSTRUCTION OR CONTACT PSP

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TECHNICAL SUPPORT FOR FURTHER
INFORMATION

NOTE: All dimensions are in millimeters (mm)

learV! fi
Clearyue obe nsaled maloag | So96: 1550 M
BARGE DETAIL - WITH ALUMINIUM RAFTER o suitable Stuetura
WEATHERBOARD (D|RECT F|X) support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\leeggnt ccljalﬁ]se; of the
PO Box 101 851 NSMC, New Zealand Fo9 4152800 | 2 Z”B t.l(j, exv owg: CV-WB-08
Note: Details may be subject to change without natification WWW.pSP.C0.nz ealand Building Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH
LESSER THAN OR EQUAL TO 5°.

IS

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\ll;ggllwéUM RAFTER 600 crs 750 crs
’ BUILDING WRAP

SELECTED WEATHERBOARD CLADDING BY

LINING BY ——
OTHERS =

OTHERS

A A
N

—_—

75 MIN COVER

35 MIN GAP

110 MIN TOTAL

WRAP LAPS OVER FLASHING

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

\

>
5 —=
wn

CV-CE

'F CLOSER PROFILE

\

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL BARGE DETAIL -
WEATHERBOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with

Scale: 1:5@ A4

Date: 10/12/2019

T 09 415 2800 relevant clauses of the
F.09 415 2809 | NZBCandihe New pwg: XX-AP-01
WWWSP.CO.NZ Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.

LESSER THAN OR EQUAL TO 5°.

VERY HIGH WIND ZONE WHERE ROOF PITCH IS

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
mﬁmgm mﬁmﬂw m}mﬂw SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUNINIUM RAFTER 600 crs 750 ars
/ |
‘> :- BUILDING WRAP
=< - CAVITY SYSTEM
T i - : SELECTED WEATHERBOARD CLADDING BY
OTHERS <) OTHERS
)| }_ WRAP LAPS OVER FLASHING
|
~ CAVITY CLOSER
_ [N}
| S &
| w3
= /1 = 51
| 8 = =
= | | w = |a R
il |32 FOLDED COLORSTEEL APRON FLASHING AS
- ' R PER E2/AS. REFER TABLE FOR X' MIN COVER
~ : Z 2 FROM TOP EDGE OF CLEARVUE.
=
| >
- <<
ki =
— i 0
CV-CE
< PSP FOAM CLOSER STRIP FILLS CAVITY
B BETWEEN FLASHING AND CLEARVUE ROOFING.
'F CLOSER PROFILE
— : TIMBER STRINGER
— i
//
~__ |
_——
<_ )|
-
_—— !
)|
i

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL BARGE DETAIL -
WEATHERBOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

Dwg: XX-AP-02




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING

OTHERS

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
vy
BUILDING WRAP

¢ —BRICK VENEER ON CAVITY SYSTEM

WRAP LAPS OVER WALL BASE

SUPPORT TO WALL BASE BY OTHERS

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER

110 UPSTAND

35 MIN.GAP 75 MIN COVER

-
/

—

/

—

- /

LNNGBY ——¢ | (=
=

/

—

/

—

—

—

—

—

.

.

FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

'F CLOSER PROFILE

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue
TYPICAL BARGE DETAIL - BRICK VENEER

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand

Note: Details may be subject to change without notification WWW.PSP.C0.NZ

T 09 415 2800 relevant clauses of the
F.09 4152809 | N\ZBC andihe New pwg: XX-AP-04

ClearVue roofing system
to be installed and fixed
to suitable structural

support, complying with | Date: 10/12/2019

Scale: 1:5@ A4

Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
BUILDING WRAP
LINING BY ———. SELECTED FIBRE CEMENT SHEET CLADDING BY

OTHERS

OTHERS

i

75 MIN COVER

35 MIN GAP
110 MIN TOTAL

WRAP LAPS OVER FLASHING
FOLDED COLORSTEEL APRON FLASHING AS

——————PER E2/AS1. REFER TABLE FOR X' MIN COVER

FROM TOP EDGE OF CLEARVUE.

PSP FOAM CLOSER STRIP FILLS CAVITY

BETWEEN FLASHING AND CLEARVUE ROOFING.

'F CLOSER PROFILE

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL BARGE DETAIL -
FIBRE CEMENT BOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

ClearVue roofing system

tobe installed and fixed | Ocale: 11 5@ A4

to suitable structural

support, complying with | Date: 10/12/2019
T.09 415 2800 relevant clauses of the
F.09 4152809 | N\ZBC andihe New pwg: XX-AP-05

Zealand Building Act.




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH |
LESSER THAN OR EQUAL TO 5°.

S

Vue

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
' BUILDING WRAP
CAVITY SYSTEM
: SELECTED FIBRE CEMENT SHEET CLADDING BY
LININGBY ——~ OTHERS
OTHERS .

15 DRIP EDGE

35 MIN GAP

75 MIN COVER

CAVITY CLOSER

110 MIN TOTAL ‘

m ANANNANANANY

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

WRAP LAPS OVER FLASHING

PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

'F' CLOSER PROFILE

TIMBER STRINGER

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR ‘X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL BARGE DETAIL -
FIBRE CEMENT BOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4
Date: 10/12/2019

pwg: XX-AP-06




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

LINING BY ——¢.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 Is\lﬁl;glll':léUM RAFTER 600 crs 750 crs
BUILDING WRAP

SELECTED WEATHERBOARD CLADDING BY
OTHERS = OTHERS
B WRAP LAPS OVER FLASHING

129 x 25mm HEX FLANGE STAINLESS STEEL

110 UPSTAND

35 MIN GAP ‘ 75 MIN COVER

RAFTER

316 SELF DRILLING SCREW

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER
FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

6mm OR 8mm CLEARVUE ROOFING SHEET

PSP RAFTER BRACKET - 3mm T316 STAINLESS

STEEL WITH PSP FIXING SCREWS
M12 x 120mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER
109 x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL APRON DETAIL - SADDLE BRACKET -
WEATHERBOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: XX-AT-01

T.09 415 2800
F.09 415 2809




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 - glﬁ:méum RAFTER o~ 750 s
~ ) | b
» BUILDING WRAP
B : . CAVITY SYSTEM
1\ : i SELECTED WEATHERBOARD CLADDING BY
LINNG BY ——e | OTHERS
OTHERS o Pan | -t
AN | WRAP LAPS OVER FLASHING
_ I CAVITY CLOSER
= 129 x 25mm HEX FLANGE STAINLESS STEEL
_ " 316 SELF DRILLING SCREW
oc
| o o
= | | P % 8 —
B I 5 =z | B FOLDED COLORSTEEL APRON FLASHING AS
| = = | B - PERE/ASI. REFER TABLE FOR X' MIN COVER
_ —t Tr~ | E FROM TOP EDGE OF CLEARVUE.
| YT e
3 REFER SHEET CV-RF-04 FOR FLASHING END
= = OPTIONS
_ 3
_ \ 6mm OR 8mm CLEARVUE ROOFING SHEET
(== , Z
ﬂ e S 3
— > ]
‘o) O 0
- s
_ RAFTER ©
PSP RAFTER BRACKET - 3mm T316 STAINLESS
_ STEEL WITH PSP FIXING SCREWS
B M12 x 120mm T316 COACH SCREW WITH T316
B M12 SQUARE WASHER
- 10g x 50mm COUNTER SUNK SQUARE DRIVE
- STAINLESS STEEL 316 FIXING WOOD SCREW
B TIMBER STRINGER
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue Clear\ue roofing system | . @A
TYPICAL APRON DETAIL - SADDLE BRACKET - e maed |
to suitable structural
WEATHERBOARD (CAV|TY) support, complying with | Date: 10/12/2019

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

WWW.SP.C0.NZ

relevant clauses of the
NZBC and the New
Zealand Building Act.

T.09 415 2800

F.09 415 2809 bwg: XX-AT-02




FLASHING WIDTH TABLE - "X"mm

(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011) VU e

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS

LESSER THAN OR EQUAL TO 5°.
PSP - ALUMINIUM & TIMBER RAFTER SPACING

SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET

TRANSVERSE FLASHING ALUMINIUM RAFTER

130 200 200 SPACING

600 crs 750 crs

— | / /
/- | LJ
LINING BY {1 » ! BUILDING WRAP
OTHERS tiPan '
B I\ $———BRICK VENEER ON CAVITY SYSTEM
_ : L ‘
= | WRAP LAPS OVER WALL BASE
_ | SUPPORT
= L 12g x 25mm HEX FLANGE STAINLESS STEEL
- _ I 316 SELF DRILLING SCREW
S — |
o 3 B | 1
= = |
== = I ] v SUPPORT TO WALL BASE BY OTHERS
Qo ®© _ | /
; N | FOLDED COLORSTEEL APRON FLASHING AS
g — | PER E2/AS1. REFER TABLE FOR X' MIN COVER
= I FROM TOP EDGE OF CLEARVUE.
= ] |
3 = | REFER SHEET CV-RF-04 FOR FLASHING
B I END OPTIONS
] [
= |
I ————6mm OR 8mm CLEARVUE ROOFING SHEET
= I =
I & !
R | , © ‘\
| N\g >
I RAFTER S
I
T PSP RAFTER BRACKET - 3mm T316 STAINLESS
< I STEEL WITH PSP FIXING SCREWS
N M12 x 120mm T316 COACH SCREW WITH T316
/| M12 SQUARE WASHER
< | 10g x 50mm COUNTER SUNK SQUARE DRIVE
I STAINLESS STEEL 316 FIXING WOOD SCREW
)|
| TIMBER STRINGER
NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications. NOTE: All dimensions are in millimeters (mm)
ClearVue ClearVue roofing system Seale: 150 Ad
tobenstalled and fixed | S 1:5@
TYPICAL APRON DETAIL - SADDLE BRACKET - o sutable St
BRICK VENEER support, complying with | Date: 10/12/2019
320 Rosedale Road, Albany, Auckland, New Zealand T.09 415 2800 ;\?Izeggnt ccljatlﬁ]se; of the
PO Box 101 851 NSMC, New Zealand F094152809 | 7~ Z”B | s exv t bwg: XX-AT-04
Note: Details may be subject to change without natification WWW.pSP.C0.nz ealana Buiiding Act




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
BUILDING WRAP

LINING BY —— - SELECTED FIBRE CEMENT SHEET CLADDING BY
OTHERS . OTHERS

WRAP LAPS OVER FLASHING

129 x 25mm HEX FLANGE STAINLESS STEEL

75|MIN COVER

316 SELF DRILLING SCREW

35 MIN GAP

110 MIN TOTAL

FOLDED COLORSTEEL APRON FLASHING AS
PER E2/AS1. REFER TABLE FOR X' MIN COVER

FROM TOP EDGE OF CLEARVUE.

REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS

liGmm OR 8mm CLEARVUE ROOFING SHEET

*
\*g
RAFTER ©
PSP RAFTER BRACKET - 3mm T316 STAINLESS

S My

STEEL WITH PSP FIXING SCREWS
M12 x 120mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER
10g x 50mm COUNTER SUNK SQUARE DRIVE

|l
|l

STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL APRON DETAIL - SADDLE BRACKET -

FIBRE CEMENT BOARD (DIRECT FIX)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system

o be installed and fixed | Scale: 1: 5@ A4

to suitable structural

support, complying with | Date: 10/12/2019
T.09 415 2800 relevant clauses of the
F.09 4152809 | N\ZBC andihe New pug: XX-AT-05

Zealand Building Act.

WWW.SP.C0.NZ




FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

Vue

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.

PSP - ALUMINIUM & TIMBER RAFTER SPACING
SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING 130 200 200 ALUMINIUM RAFTER 600 crs 750 crs
SPACING
BUILDING WRAP
CAVITY SYSTEM
k SELECTED FIBRE CEMENT SHEET CLADDING BY
LINING BY ———e OTHERS
OTHERS
WRAP LAPS OVER FLASHING
CAVITY CLOSER
8 &
8 34—+
o [&b]
T = =
a = = 129 x 25mm HEX FLANGE STAINLESS STEEL
2 e z 316 SELF DRILLING SCREW
R =
o = FOLDED COLORSTEEL APRON FLASHING AS
3 - PER E2/AS1. REFER TABLE FOR X' MIN COVER
g L FROM TOP EDGE OF CLEARVUE.
| [Te)
| - REFER SHEET CV-RF-04 FOR FLASHING END
OPTIONS
|
| 6mm OR 8mm CLEARVUE ROOFING SHEET
|
VA | P
E— 0] I
— g L2
frrvg) ‘J (@]

g

©
PSP RAFTER BRACKET - 3mm T316 STAINLESS
STEEL WITH PSP FIXING SCREWS
M12 x 120mm T316 COACH SCREW WITH T316

M12 SQUARE WASHER
10g x 50mm COUNTER SUNK SQUARE DRIVE

STAINLESS STEEL 316 FIXING WOOD SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

TIMBER STRINGER

NOTE: All dimensions are in millimeters (mm)

ClearVue

TYPICAL APRON DETAIL - SADDLE BRACKET -

FIBRE CEMENT BOARD (CAVITY)

320 Rosedale Road, Albany, Auckland, New Zealand
PO Box 101 851 NSMC, New Zealand
Note: Details may be subject to change without notification

ClearVue roofing system
to be installed and fixed
to suitable structural
support, complying with
relevant clauses of the
NZBC and the New
Zealand Building Act.

Scale: 1:5@ A4

Date: 10/12/2019

Dwg: XX-AT-06

T.09 415 2800
F.09 415 2809
WWW.SP.C0.NZ
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