
PSP FOAM CLOSER STRIP FILLS CAVITY
BETWEEN FLASHING AND CLEARVUE ROOFING.

COLORSTEEL FLASHING (VIEWED IN ELEVATION)

CLEARVUE ROOFING SYSTEM

COLORSTEEL FLASHING (VIEWED IN ELEVATION)

CLEARVUE ROOFING SYSTEM
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FLASHING NOTCHED AROUND 
CLEARVUE ALUMINIUM 
EXTRUSION

TIMBER RAFTER

TIMBER RAFTER

NOTCHED FLASHING OPTION

FOAM INFILL OPTION

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS
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Note: Details may be subject to change without notification

ClearVue @ A4
ClearVue roofing system 
to be installed and fixed 

to suitable structural 
support, complying with 

relevant clauses of the 
NZBC and the New 

Zealand Building Act.

NOTE: All dimensions are in millimeters (mm)
NOTE: Recommended roof pitch 5°. Minimum roof pitch 

of 3°, consult your PSP agent for suitable applications. 
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FLASHING END OPTIONS
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