FLASHING WIDTH TABLE - "X"mm
(BASED ON TABLE 7, E2/AS1, 24 DECEMBER 2011)

SITUATION 1: LOW, MEDIUM OR HIGH WIND ZONES, WHERE
ROOF PITCH IS GREATER THAN OR EQUAL TO 5°.

SITUATION 2: ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOQF PITCH IS
LESSER THAN OR EQUAL TO 5°.
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SITUATION 3: ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES. TABLE
SITUATION 1 SITUATION 2 SITUATION 3
(MINIMUM) (MINIMUM) (MINIMUM) SHEET THICKNESS 6mm SHEET 8mm SHEET
TRANSVERSE FLASHING ALUMINIUM RAFTER
130 200 200 SPACING 600 crs 750 crs
MASONRY BLOCK WALL, ENSURE MASONRY
4 BLOCK HAS SOLID FILL TO ENSURE SECURE
/ BOLT FIXING
FLASHING CHASED & SILICONE SEALED 20mm
INTO BLOCK WALL. ENSURE SILICONE IS
CONTINUQUS AND PLACED INTO 20x10mm
CHASE PRIOR TO FLASHING.
FOLDED COLORSTEEL APRON FLASHING. REFER
2 TABLE FOR X' MIN COVER FROM TOP EDGE OF
7&2‘ CLEARVUE.
e N
2 PSP FOAM CLOSER STRIP FILLS CAVITY
= BETWEEN FLASHING AND CLEARVUE ROOFING.
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CLEARVUE ROOFING SYSTEM WITH ALIMINIUM
RAFTER SUPPORTS

M12 x 135mm T316 FORTRESS THROUGH BOLT

WITH T316 M12 SQUARE WASHER

CLEARVUE ALUMINIUM RAFTER - REFER TO

NOTE: Recommended roof pitch 5°. Minimum roof pitch
of 3°, consult your PSP agent for suitable applications.

SPACING TABLE ABOVE FOR REQUIRED
SPACING

NOTE: All dimensions are in millimeters (mm)
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NZBC and the New
Zealand Building Act.
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